
From: ErrorTracker 
Sent: Monday, October 21, 2002 2:00 PM
To: BILL.JURIS@EPA.STATE.OH.US
Cc: ErrorTracker
Subject: ACKNOWLEDGEMENT OF REQUEST FOR CORRECTION: FOR RFC # 2215

Thank you for your request for correction under the Environmental
Protection Agency's Information Quality Guidelines dated 10/18/2002.
Your request was received in this office on 10/21/2002 and has been
forwarded to the appropriate organization within the Agency.

REPORTED REQUEST FOR RFC #: 2215
Request for Correction: THIS REQUEST PERTAINS TO THE FOLLOWING EPA
DOCUMENT:   ALTERNATIVE CONTROL TECHNIQUES DOCUMENT: SURFACE COATING OF
AUTOMOTIVE/TRANSPORTATION AND BUSINESS MACHINE PLASTIC PARTS,
EPA-453/R-94-017, FEBRUARY 1994.   THIS EPA DOCUMENT IS NOT AVAILABLE AS
AN ELECTRONIC COPY AND THIS DOCUMENT HAS MISLEADING OR CONFUSING
INFORMATION REGARDING SEVERAL ISSUES.  I HAVE ASKED IN WRITING (E-MAIL
SENT TO DAVE SALMAN ON 3/28/02) ABOUT OBTAINING AN ELECTRONIC COPY AND
ABOUT ANSWERING THE ISSUES, BUT HAVE NOT RECEIVED ANY RESPONSE TO MY
SATISFACTION.  THE ISSUES ARE STATED BELOW:

(1)  FOR THE EPA REVIEW OF VOC LIMITS PERTAINING TO AUTOMOTIVE PLASTIC
PARTS COATING, WILL EPA BE LOOKING PRIMARILY AT CONTROL LEVEL 2 VALUES
FOR AUTOMOTIVE INTERIOR AND CONTROL LEVEL 4 VALUES FOR AUTOMOTIVE
EXTERIOR?

(2)  WHAT IS MEANT BY  BLACK COATINGS UNDER SPECIALTY GROUP A COATINGS?
HOW DOES ONE AVOID CONFUSING A SPECIALTY BLACK COATING WITH AN
AUTOMOTIVE INTERIOR OR EXTERIOR COLORCOAT THAT IS A BLACK COATING?
(NOTE:  THERE CAN BE DIFFERENT LIMITS.)

(3)  UNDER CONTROL LEVEL 1 FOR EXTERIOR NONFLEXIBLE HIGH BAKE PRIMER,
TABLE 4-1 HAS A 3.0 VALUE AND TABLE 6-3 HAS A 3.8 VALUE.  WHICH IS THE
CORRECT VALUE?

(4)  FOR EXTERIOR NONFLEXIBLE HIGH BAKE PRIMER, TABLE 6-3 SHOWS A
CONTROL LEVEL 4 VALUE OF 4.5 AND A BASELINE VALUE OF 4.2.  THE BASELINE
VALUE OF 4.2 IS ALSO SHOWN IN TABLE 4-1, AND THE CONTROL LEVEL 4 VALUE
OF 4.5 IS ALSO SHOWN IN TABLE 6-1.  WHY IS THE  CONTROL LEVEL VALUE
HIGHER THAN THE BASELINE VALUE?
Compliance with IQGs: THIS EPA DOCUMENT IS THE BASIS FOR VOC EMISSION
STANDARDS FOR PLASTIC PARTS COATING, UNLESS OTHERWISE DOCUMENTED BY THE
AFFECTED FACILITY OR STATE AGENCY.  IT WOULD BE MORE HELPFUL TO DO THIS
WITH AN ELECTRONIC COPY AND WITH THE ISSUES ADEQUATELY ADDRESSED BY EPA.
THIS PERTAINS TO THE INFORMATION QUALITY GUIDELINES ON THE QUALITY AND
UTILITY OF THE DISSEMINATED INFORMATION CONTAINED IN THAT DOCUMENT AND
THEREBY EXPECTED TO BE FOLLOWED BY STATE AGENCIES AND REGIONAL OFFICES.
Recommendation: EPA CAN PROVIDE AN ELECTRONIC COPY OF THE DOCUMENT
(E.G., POST ON EPA WEBSITE) AND ADEQUATELY ANSWER THE ISSUES.
Impact: THE CORRECTIONS WOULD AID OHIO EPA AND AFFECTED OHIO FACILITIES
IN IMPLEMENTING VOC EMISSION STANDARDS FOR PLASTIC PARTS COATING.  ALSO,
REGION V WOULD BENEFIT IN THEIR REVIEW OF RELATED OHIO EPA ACTIONS.

RFC # 2215 WAS SUBMITTED BY:
WILLIAM JURIS, PHONE: 6146443593 , EMAIL: BILL.JURIS@EPA.STATE.OH.US,
ADDRESS: 122 S HIGH STREET,COLUMBUS,OH 43216-1049, FAX: 6146443681,
ORGANIZATION: OHIO EPA, AFFILIATION: NOT GIVEN

The Environmental Protection Agency's goal is to respond to requests



within 90 days of receipt.  In the meantime, if you have any questions
regarding the Information Quality Guidelines or the Request for
Correction process, please visit the EPA Information Quality Guidelines
site (www.epa.gov/oei/qualityguidelines/index.html) or send a letter or
fax or e-mail to our office at the address noted below.  Please include
the Request Number stated in the reference line of this letter in all
correspondences.

Sincerely,

EPA Information Quality Guidelines Processing Staff
E-mail: quality.guidelines@epa.gov
Mail: Information Quality Guidelines Staff (MC 28221T)
      U.S. Environmental Protection Agency
      1200 Pennsylvania Ave., N.W.
      Washington, D.C. 20460-0001
Fax:  (202) 566-0255


